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Racing Steering Damper ECU Kawasaki ZX10R

21740-03
Mounting Instructions

Note!
Please note that this image is a general representation of 
the product and may differ slightly from your product.

Before installing this product, check the contents of the 
kit. If anything is missing, please contact an Öhlins dealer. 

Kit Contents
 Part No  Pcs
ECU 21740-03 1 
Öhlins Sticker 00192-01 2

Part no. MI_21740-03_0
Issued 2013-02-08
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MoUNtINg INStRUCtIoNS MoUNtINg INStRUCtIoNS
Warning!

It is advisable to have an Öhlins dealer install tthis 
product. 

Warning!
If working on a raised vehicle, ensure it is securely 
supported so that it will not tip.

Note!
Before mounting this product clean the vehicle thoroughly.

Note!
When working on this product, always see the Vehicle 
Service Manual for vehicle specific procedures and 
important data.

1
Remove the seat and the plastic tank panels.

2
Disconnect the negative terminal of the bat-
tery.

3
Locate the small ECU at the front right side of 
the fuel tank, behind the plastic tank panel.

4
Disconnect the wire harness from the ECU.

5
Remove the original ECU and install the Öh-
lins ECU unit.

6
Connect the wire harness to the ECU.

7
Connect the battery cable.

8
Reinstall the tank panels and seat.
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